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JACKETTED FLUSH TANK BOTTOM VALVE FLANGE ENDS DISC OPENING INTO THE TANK LONG HUB 150#

NOTE: This Drawing, Catalogue, Photograps & Information there off are sole & Exclusive Property of "IVE", Icon Valvs & Engineering Pvt. Ltd. Mumbsai. It cannot be Copied, Distributed or Girculated to any other firm, Party or Individual without written consent from us. We keep our rights reserved to make any changes time to time in technical

specification & dimension without prior Notice. The dimensions, Drawing & Photographs illustrated are approximate & may some time differ from the actual product. Please ask for final Drawings & Photos against orders.
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JACKETTED FLUSH TANK BOTTOM VALVE FLANGE ENDS DISC OPENING INTO THE TANK
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01 BODY ASTM A216 WCB, ASTM A351/ CF8/ CF8M / CF3/ CF3M / CN7M 1
02 DISC AISI SS 304/ SS 316 / SS 304L/ SS 316L / ALLOY 20 1
03 SEAT AISI SS 304/ SS 316/ SS 304L/ SS 316L / ALLOY 20 1
04 STEM AISI SS 304/ SS 316/ SS 304L/ SS 316L / ALLOY 20 1
05 GLAND CS/CF8 1
06 YOKE BUSH HOUSING CS/CF8 1
07 | YOKE BUSH GUNMETAL/EN 1A 1
08 | GLAND PACKING PTFE/GF/CF PTFE WITH PTFE ROPE / GRAPHOIL 1
09 | HAND WHEEL CI/SS 304 1
10 JACKET MS/SS 304 1
11 | JACKET NOZZLE MS/SS 304 2
TECHNICAL DATA
DESIGN & MANUFACTURING STD.|MANUFACTURERS STD./ ANSI B-16.34
TESTING & INSPECTION STD.  |API598
END CONNECTIONS : FLANGED AS PER ANSI B-16.5 CLASS-150#.




